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CLASS A MOBILE HOMES

Class A mobile homes shall satisfy each of the following criteria at set-up and thereafter:

1. The model year of the home shall not be more than five (5) years prior to the year of
permitting.

2. The minimum factory constructed width of the main body of the home, as located on
the site, must be a minimum of twenty (20) feet as measured across the narrowest
portion. (This is not intended to prohibit minor offsetting of portions of the home to
the satisfaction of the Building Official.)

3. The home shall have a permanent and continuous perimeter underfloor enclosure of
masonry or other durable construction, unpierced, except for required ventilation and
access to the satisfaction of the Building Official. The Building Official will
predetermine and establish general approval for specified types, varieties, or designs
of foundations or perimeter enclosures. Such pre-approved foundations or perimeter
enclosure types shall be designed to maintain acceptable appearance with proper
maintenance. Upon determination that any such design fails to maintain acceptable
appearance, the Building Official shall remove it from the approved list.

4. The home must be covered with an exterior material(s) customarily used on site-built
dwellings in the county to the satisfaction of the Building Official. The exterior
covering material shall extend to the ground except that, when a solid concrete or
masonry perimeter foundation or enclosure is used, the exterior covering material
need not extend below the top of the foundation.

5. The minimum pitch of the home’s main roof shall not be less than one (1) foot of rise
for each four (4) feet of horizontal run (3:12 pitch) or greater if required by the
roofing materials used. Roofing materials must consist of shingles or other material
customarily used on site-built dwellings in the county to the satisfaction of the
Building Official. The roof overhang must not be less than six (6) inches measured
horizontally from the vertical side of the home except where carports, garages,
porches, or similar structures are attached at initial set-up of the home.

6. After placement upon an approved foundation, all wheels, axles, tongues, transporting
lights, and removable towing appartus shall be removed from the home before
occupancy.

7. All additions, alterations, attachments, etc. to Class A mobile homes shall be
constructed with materials that are comparable in composition, appearance, and
durability to what is generally acceptable and commonly used for site-built homes in
the county.


